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QUALITY DEPARTMENT 

 
TECHNICAL SPECIFICATION ABOUT LIMITS OF ACCEPTABILITY OF THE FINAL 

PRODUCT FOR FIRST QUALITY ADJUSTED TO THE NORMALIZED REGULATIONS OF 

THE EUROPEAN UNION 

 
 

DESCRIPTION 

 

MODEL YAKARTA 

TYPE OF MATERIAL: 
(glossy, matte, satin) 

MATT 

GROUP (Water 

Absorption): 
BIa 

TYPE OF CLAY: PORCELAIN 

FORMAT: 8cm x 44,25cm 

USAGE: FLOOR TILE, WALL TILE. INDOORS, OUTDOORS 

 
 

PHYSICAL-CHEMICAL RESISTANCE 

 

RESISTANCE TO SURFACE 

ABRASION 
UNE-EN-ISO 10545-7 PEI III 

WATER ABSORPTION 
UNE-EN-ISO 10545- 
3:1997 

3% < E < 6% 

SCRATCH HARDNESS 
ESCALA MOHS 

UNE 67-101-92 
7 

RESISTANCE TO SPOTS 
Norma UNE-EN-ISO 

10545-14 
COMPLY 

CHEMICAL RESISTANCE 
Norma UNE-EN-ISO 

10545-13 
GHA 

ABSENCE OF LEAD OR CADMIUM COMPLY 

ANTI-SLIP CLASS 2 

STAIN RESISTANCE CLASS 5 

 


